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Handwheel for EURO 20

Closing direction Ø handwheel (mm) Square (mm) Mass (kg) References

Anti-Clockwise 150 15.3 0.380 162045

Anti-Clockwise 150 18.5 0.400 254301

Anti-Clockwise 200 20.6 0.750 229993

Anti-Clockwise 350 25.7 2.500 162069

Anti-Clockwise 500 25.7 5.000 162063

Anti-Clockwise 200 18.5 0.750 166626

Anti-Clockwise 500 28.9 3.480 162221

Clockwise 150 15.3 0.380 RAA15UAK

Clockwise 150 18.5 0.400 RAA18UAK

Clockwise 200 20.6 0.750 RAA21UAK

Clockwise 350 25.7 2.500 RAA26UAK

Clockwise 500 25.7 5.000 RAA24UAK

Clockwise 500 28.9 3.480 RAA29UAK

EURO 20

DN
Closing direction References

mm

40 Clockwise RAA15UAK

40 Anti-clockwise 162045

50 Clockwise RAA15UAK

50 Anti-clockwise 162045

400 Clockwise RAA29UAK

400 Anti-clockwise 162221

 

Last Update 25/08/2025
Visit website for latest version

1

Saint-Gobain PAM Canalisation
21, avenue Camille Cavallier - BP 129 | 54705 PONT-A-MOUSSON CEDEX | FRANCE

Tel : (33) 03 83 80 67 89 | E-mail : Pamline@saint-gobain.com | pamline.fr

https://www.pamline.com/search/products?searchText=VIGGVXXVAC702


ACCESSORIES VALVES
ISOLATING VALVES

25/08/2025
VIGGVXXVAC702

EURO 20 NG

DN
Closing direction References

mm

65 Clockwise RAA18UAK

65 Anti-clockwise 162045

80 Clockwise RAA18UAK

80 Anti-clockwise 162045

100 Clockwise RAA21UAK

100 Anti-clockwise 166626

125 Clockwise RAA21UAK

125 Anti-clockwise 166626

150 Clockwise RAA21UAK

150 Anti-clockwise 229993

200 Clockwise RAA26UAK

200 Anti-clockwise 162069

250 Clockwise RAA24UAK

250 Anti-clockwise 162063

300 Clockwise RAA24UAK

300 Anti-clockwise 162063

400 Clockwise RAA29UAK

400 Anti-clockwise 162221

 

EURO 20 NEW

DN
Closing direction References

mm

40 Clockwise RAA15UAK

40 Anti-clockwise 162045

50 Clockwise RAA15UAK

50 Anti-clockwise 162045

65 Clockwise RAA18UAK

65 Anti-clockwise 254301

80 Clockwise RAA18UAK

80 Anti-clockwise 254301

100 Clockwise RAA21UAK
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DN
Closing direction References

mm

100 Anti-clockwise 229993

125 Clockwise RAA21UAK

125 Anti-clockwise 229993

150 Clockwise RAA21UAK

150 Anti-clockwise 229993

200 Clockwise RAA26UAK

200 Anti-clockwise 162069

250 Clockwise RAA24UAK

250 Anti-clockwise 162063

300 Clockwise RAA24UAK

300 Anti-clockwise 162063

400 Clockwise RAA29UAK

400 Anti-clockwise 162221

 

The information on this sketch is, to the best of our knowledge correct at the time of printing. However Saint-Gobain are constantly looking at ways of improving their 
products and services therefore reserve the right to change without prior notice, any of the data shown. Any orders placed will be subject to our Standard Conditions 
of Sale, available on request.
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